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Description Color Order #

SA Plastic Cylinder, long - to fit Standard Abutment  (A) Green 42-000250 
SA Plastic Cylinder, short - to fit Standard Abutment  (B) Yellow 42-000270
SA CAL Ti Cylinder, with Waxing Cylinder (blue) & Spacer Sleeve 42-000450
HexCone Plastic Cylinder, Hex Blue 43-200200
HexCone Plastic Cylinder,  Non-hex,  long  (C) Red 43-200250
Multi-Use Plastic Cylinder, Non-hex   (D) White 43-500250
Multi-Use CAL Titanium Cylinder, with Waxing Cylinder (yellow) & Spacer Sleeve (green) 43-500450

Ti-Extension available to fit over Plastic Cylinder, Short #42-000277 42-000277

Note: When the UMA insert is used as a tissue extension, the standard line of UMA components are indicated. 
Refer to UMA Section of the manual for individual components.

A B C D

PLASTIC CYLINDERS ONLY
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The screws and guide pins are used to fasten the restora-
tion to the abutments. When the UMA insert is used as a 
tissue extension, the standard line of UMA components 

is indicated. The Ti Extension Sleeve is also widely used as
a drilling guide for implant surgery.

SCREWS & GUIDE PINS—To Fit Abutments

Description Order #

New Style Screws—To Fit The Abutment
Flathead slot type 1.4mm screw, titanium  (A) 42-000051
Flathead .050" hex type 1.4mm screw, titanium  (B) 42-000052
Flathead SA .045" square type 1.4mm screw, titanium  42-000053
Flathead SA / HexCone .048" hex type 1.4mm screw, titanium  42-000054
Uni-Torx screw, titanium  43-500057
Uni-Torx screw, gold  43-500058

Old Style Screws—To Fit The Abutment
Titanium tapered slot abutment screw, old style  (C) 42-000055

Guide Pins—To Fit The Abutment
Guide Pins slot type 10mm  (D) 42-000064
Guide Pins slot type 15mm 42-000065
Guide Pins slot type 20mm 42-000066

Ti Drilling Guide / Ti Extension Sleeve—To Fit Plastic Cylinder
Ti Drilling Guide-to guide pilot drills for implant surgery  (E)          L=16mm Inside Ø = 2.3mm 42-000277
Also used as a Ti Extension Sleeve To Fit SA Plastic Cylinder

Note: For Slot Screws do not exceed 10 N/cm of torque.

Branemark®
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Two types of overdenture attachments are most commonly
used to directly screw into the Branemark compatible
implant—the Dalla Bona and the ORS, (O-Ring system).
Connectors are made of titanium. Dalla Bona males and ORS
males are sold separately by tissue height. The DB Female

Kit includes 1 adjustable female, 1 spacer and 1 brass ana-
log. The Allegro Female Kit is offered as an option for the
Dalla Bona System. The ORS Female Kit includes 1 gold
plated retainer ring, 3 white final & 3 red processing O-Rings
and 1 brass analog. 

OVERDENTURE STUD TYPE ATTACHMENTS

C C

Description Dimensions Order #  Order #  Order #

Dalla Bona (A)
Dalla Bona, male only H=1mm 44-334313-NP 44-430013 44-543013-WP 
Dalla Bona, male only H=2mm 44-334323-NP 44-430023 44-543023-WP
Dalla Bona, male only H=3mm 44-334333-NP 44-430033 44-543033-WP
Dalla Bona, male only H=4mm 44-430043 44-543043-WP
Dalla Bona, male only H=5mm 44-430053 44-543053-WP
Dalla Bona, male only H=6mm 44-430063 44-543063-WP
Dalla Bona, male only H=7mm 44-430073 44-543073-WP
Dalla Bona, Implant Ti Female Kit, includes Female, Spacer & Analog 40-430002 40-430002 40-430002 
Allegro, Implant Female Kit (alternative for Dalla Bona female) (B)
includes Metal housing, 4 Females, Spacer &  Brass Analog 40-730002 40-730002 40-730002

ORS, O-Ring System (C)
ORS, male only H=1mm 44-334413-NP 44-440013 44-544013-WP
ORS, male only H=2mm 44-334423-NP 44-440023 44-544023-WP
ORS, male only H=3mm 44-334433-NP 44-440033 44-544033-WP
ORS, male only H=4mm 44-440043 44-544043-WP
ORS, male only H=5mm 44-440053 44-544053-WP
ORS, male only H=6mm 44-440063 44-544063-WP
ORS, male only H=7mm 44-440073 44-544073-WP
ORS, Implant Female Kit, includes Retainer Ring, Analog & 3 red, 3 wt. O-Rings 40-440002 40-440002 40-440002 

PARTS & TOOLS
Dalla Bona, Allegro and ORS Parts and Tools are listed on next page.

Note: Male ball diameter for Dalla Bona and ORS is 2.2mm

Implant Diameter 3.3 = Platform NP 3.5mm
Implant Diameter 3.75 & 4.0 = Platform RP 4.1mm
Implant Diameter 5.0 & 5.5 = Platform WP 5.1mm

NP
RP
WP

H

H

A

DB  
3.5           

A
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ORS
3.5         
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Allegro Implant Female Kit
Alternative for DB
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Two types of overdenture attachments are most commonly
used to directly screw into the Branemark compatible
implant—the Dalla Bona and the ORS, (O-Ring system).
Connectors are made of titanium. Dalla Bona males and ORS
males are sold separately by tissue height. The DB Female

Kit includes 1 adjustable female, 1 spacer and 1 brass ana-
log. The Allegro Female Kit is offered as an option for the
Dalla Bona System. The ORS Female Kit includes 1 gold
plated retainer ring, 3 white final & 3 red processing O-Rings
and 1 brass analog. 

OVERDENTURE STUD TYPE ATTACHMENT PARTS & TOOLS 

Dalla Bona Activating Tool

Dalla Bona Deactivating Tool
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Branemark®

Nobel Biocare Compatible Components
Dalla Bona and ORS

PARTS
Description Dimensions Order #

DALLA BONA FOR IMPLANTS
Dalla Bona, Implant Female Kit: includes Female, Spacer & Brass Analog 40-430002  
Dalla Bona, Resilient Female, Gold  FH=3.1mm 97-430282
Dalla Bona, Resilient Female, Titanium  FH=3.4mm 99-451012
Dalla Bona, Resilient Female, Plastic (4)  FH=3.5mm 99-430282
Dalla Bona Hex Analog, Brass (2) 40-430017 
Dalla Bona Hex Spacer, Brass (2) 40-430016
PVC Ring (6), replacement ring for Dalla Bona female 97-430200
Allegro, Implant Female Kit (option for Dalla Bona female) 
includes Metal housing, 4 Females, Implant Spacer &  Brass Analog 40-730002

ORS FOR IMPLANTS
ORS, Retainer Rings (6) H=2.0mm ø=5.1mm 99-440044  
ORS, Combo O-Rings (24): 6 blue, 6 red (processing), 6 wt, 6 blk          Outside ø=4.5mm  Inside ø=1.4mm 99-443037  
ORS, Implant Female Kit: includes Retainer Ring, Brass Analog and 3 red processing & 3 white final O-Rings 40-440002 
O-Ring Hex Analog, Brass (2)  40-440017

TOOLS
BIO-TORQ Wrenches, Socket & Driver
BIO-TORQ Wrench 10 N/cm 59-100010
BIO-TORQ Wrench 20 N/cm 59-100020
BIO-TORQ Wrench 30 N/cm 59-100030
BIO-TORQ Wrench 35 N/cm 59-100035

BIO-TORQ Socket 59-100190
BIO-TORQ Extension 59-100195
BIO-TORQ ORS / Dalla Bona Tip/Driver 59-100140 
BIO-TORQ Adapter for Nobel Biocare Torque Wrench 59-100193 

LT/RA DRIVER
LT/RA RA Hand Driver 58-100000
LT/RA RA Handle / Socket 58-100190
LT/ RA ORS / Dalla Bona Tip 58-100140

DALLA BONA TOOLS
Dalla Bona Activating Tool, Blue 99-451017
Dalla Bona Deactivating Tool, Yellow 99-451018

ALLEGRO (for replacement parts see Allegro OD section page 99)
Allegro OD/DE Micro/Regular Insertion Tool 73-410162

Parts & Tools for 
Overdenture Attachments
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The titanium Ball overdenture attachment was designed to
be used with chairside or laboratory processed softliners.
The attachments are available in various heights corre-
sponding to tissue depth. A standard .050" hex driver is

used for insertion. A brass analog is included for laboratory
processing.  Recommended torque is 30 N/cm. Male ball
diameter is 4mm.

INDICATIONS: Implant overdentures and implant partials.

BALL OVERDENTURE ATTACHMENT

RP
4.1A

Description Dimensions Order #

MD=4mm ball MH=6mm plus collar height
Ball Attachment 2mm (collar height) (A) 44-450020
Ball Attachment 3mm 44-450030
Ball Attachment 4mm 44-450040
Ball Attachment 5mm 44-450050

PARTS
Ball Male Brass Analog  44-450015

TOOLS
DDS Screwdriver .050" hex 11-000007

BIO-TORQ Tip .050" hex short 59-100120
BIO-TORQ Tip .050" hex long 59-100125
BIO-TORQ Wrench 30 N/cm 59-100030
BIO-TORQ Socket 59-100190
BIO-TORQ Adapter for Nobel Biocare Torque Wrench 59-100193 

LT/RA Tip .050" hex short 58-100120
LT/RA Tip .050" hex long 58-100125
LT/RA Handle 58-100190

Collar
Height

Ball
Attachment

Brass
Analog

Replacement O-Ring kit to fit the discontinued Branemark
Original 3.5mm Ball Attachment. The kit includes 12 
O-Rings, 2 metal housings and 2 male brass analogs.

O-RING REPLACEMENT KIT to fit 3.5mm BRANEMARK BALL ATTACHMENT  

RP
4.1A

Description Order #

O-Ring Replacement Kit to fit Branemark 3.5mm Ball (A) 44-444402
Kit includes 12 O-Rings, 2 housings and 2 brass male analogs.

PARTS
O-Rings to fit Branemark 3.5mm Ball, black (12) 99-443039-B
Housings to fit Branemark 3.5mm Ball, silver (2) 99-440039-B
Analogs to fit Branemark 3.5mm Ball, brass (2) 44-444415
Analogs to fit Branemark 3.5mm Ball, plastic (2) 99-444415

Branemark®

Nobel Biocare Compatible Components

O-Ring Dimensions

Inside ø 
3.0mm

Outside ø 
6.5mm

Thickness 1.7mm

not to scale

(Male Brass Analog is included with Ball Attachment)

Ball Overdenture 
3.5mm Ball O-Ring Kit 
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There are numerous options for implant bar restorations available today. To
simplify your search, we have selected the most proven and popular sys-
tems on this page. For a complete listing of all bar system components, refer
to the Bar and Clip Quick Reference Charts pages 112 & 113. 
Most implant bar restorations involve from 2 to 5 implants. The ideal implant
bar system incorporates a bar and retentive clips in the anterior section and
locking pin attachments distally for support and stability.
The Hader-EDS Bar Master kit is the preferred choice. The CM Gold Clips
may be used as an alternative. The locking SwissLoc NG is the preferred
distal attachment to prevent lift-off and still provide resiliency. The Lew is a
viable alternative.
For Laser Welding Technique, use only titanium bars and posts.
Recommended parts needed for a successful bar restoration:

IDEAL BAR RESTORATIONS
PPM Bar 
0 degree

Hader-EDS 
Clips

SwissLoc
Attachments

Hader-EDS
Bar

Hader-EDS 
Housing

Ideal Bar Restorations Overdenture Bar
Ti Bar Post & Screw

WD
5.0

MD
4.3

The titanium bar posts to fit Branemark compatible implants
are used to make all titanium bar frameworks utilizing the
Laser Welding technique. The titanium bar posts may be laser
welded to the Hader-EDS titanium bars or the PPM titanium
bars. The Laser Welding technique ensures a passive fit and
eliminates need for waxing, investing, casting and finishing.

TI BAR POST & SCREW

Description Order #

HADER-EDS BAR MASTER KIT 99-531005
Master Kit includes 6 yellow plastic clips, 6 metal housings, 2 seating tools and 2 short plastic bars (50mm) 
TOOLS:
Hader-EDS Bar Analog 50mm, aluminum (1) 99-531015
Hader-EDS Fabricating Rider / Clip (6) Green 99-531020
Hader-EDS Impression Clip (6) Blue 99-531080
CM HADER-EDS BAR KIT 99-532000
CM Kit includes 6 CM gold riders (clips) with spacers and 2 short plastic Hader-EDS bars (50mm)
TOOLS:
CM Adjusting Tool (can be used with all metal riders / sleeves) 97-510125
CM Bar Analog 50mm (aka Hader-EDS Bar Analog), aluminum 99-531015
PARTS-SEE PAGES 112 & 113

SWISSLOC NG ATTACHMENT
SwissLoc NG 7.5 mm *L=8.0mm  Housingø=3.4mm  Plungerø=1.5mm X 89-600075
*Note: SwissLoc NG 7.5 can be reduced to 4mm. Length is measured in closed position from head of plunger to end of housing.
TOOLS:
SwissLoc NG Screwdriver 89-600010
SwissLoc NG Processing Jigs (2) 89-600015
SwissLoc NG 1.5mm Drill (1) 74-600615

PPM PLASTIC BAR PATTERNS (50mm)
PPM Bar 0 degree (3 short 3.7mm, 3 tall 8.0mm), blue 99-560000
PPM Bar 2 degree (3 short 3.7mm, 3 tall 8.0mm), red 99-562000
PPM Bar 4 degree (3 short 3.7mm, 3 tall 8.0mm), yellow 99-564000
TOOLS:
PPM Bar Mandrel 0 degree (for plastic or titanium bar) 99-560001
PPM Bar Mandrel 2 degree (for plastic or titanium bar) 99-562001
PPM Bar Mandrel 4 degree 99-564001

Description Order # Order #

Titanium Bar Post and .050" Hex Screw 44-000282 44-500282-WP

Titanium Bars & Mandrels
Hader-EDS Titanium Bar 50mm, 4.0mm height 99-531035
PPM Milled Titanium 0 Degree Bar 50mm, 6.4mm height 99-560010
PPM Milled Titanium 2 Degree Bar 50mm, 6.4mm height 99-560020
0 Degree Bar Mandrel (for titanium or plastic) 99-560001
2 Degree Bar Mandrel (for titanium or plastic) 99-562001
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INSERTION DRIVERS

STANDARD DRIVERS, BIO-TORQ WRENCHES & LT / RA DRIVER

Description Order #  

Standard Drivers and FG Drivers
DDS .050" Hex Driver  (A) 11-000007
DDS Slot Screwdriver  (B) 11-000005
Lab .050" Driver  (C) 11-000006
Friction Grip Driver  (D) 11-000004

BIO-TORQ Wrenches & LT / RA Driver
BIO-TORQ Wrench 10 N/cm 59-100010
BIO-TORQ Wrench 20 N/cm 59-100020
BIO-TORQ Wrench 30 N/cm 59-100030
BIO-TORQ Wrench 35 N/cm 59-100035
LT / RA Driver 58-100000

Note: For Slot Screws do not exceed 10 N/cm of torque.

The BIO-TORQ (B-T) and Latch Type Right Angle (LT / RA)
Systems were designed to facilitate the insertion of implant com-
ponents. The BIO-TORQ insertion tips may be utilized with the

BIO-TORQ hand held socket or the BIO-TORQ wrenches. An
adapter for Nobel Biocare wrenches is available. The LT / RA
(latch type) tips are used with right angle handpiece type drivers. 
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Socket Extension SA Tip Slot Hex Square Uni-Torx
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Handle SA Tip Slot Hex Square

Branemark®

Nobel Biocare Compatible Components

Description Order # Order #  

BIO-TORQ LT/RA Driver
Hand Held Socket - Handle  (A) 59-100190 58-100190
BIO-TORQ Extension  (B) 59-100195 N/A
BIO-TORQ Adapter for Nobel Biocare Torque Wrench 59-100193 N/A
Standard Abutment Tip  (C) 59-100160 58-100160
Slot Tip Short 59-100110 58-100110
Slot Tip Long  (D) 59-100115 58-100115
.050" Hex Tip Short 59-100120 58-100120
.050" Hex Tip Long  (E) 59-100125 58-100125
.048" Hex Tip Short 59-100130 58-100130
.048" Hex Tip Long 59-100135 58-100135
ORS & Dalla Bona Tip-Driver 59-100140 58-100140  
.9mm CS Hex Tip Short 59-100200 N/A
.9mm CS Hex Tip Long 59-100205 N/A
.045" Square Tip Short 59-100210 58-100210
.045" Square Tip Long 59-100215 58-100215
.050" Square Tip Short 59-100180 58-100180
.050" Square Tip Long  (F) 59-100181 N/A
Uni-Torx Short   (G) 59-100177 N/A
Uni-Torx Long   59-100178 N/A

Insertion Drivers
Tools
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The carbide reamers are used to refine the inter-
nal access hole of a castable cylinder. They also
refine the seat for the head of the screw. Each
carbide reamer and Pin Vise are sold separately.
The Pin Vise will fit all carbide reamers. (A)

REAMERS

Description Order #

Reamer, Branemark RP UCLA Carbide .0980"  (requires Pin Vise 40-000150) 44-000150
Reamer, Branemark NP UCLA  Carbide .0880"  (requires Pin Vise 40-000150) 44-330150-NP
Reamer, Branemark Standard Abutment Carbide .0945"  (requires Pin Vise 40-000150) 42-000150
Pin Vise for Carbide Reamers .002 - .130" 40-000150

The Lapping tools are used with diamond polish-
ing paste to refine the fitting surface of the cast
cylinder. We recommend that you use it not more
than 5-6 times. For superior restorations, you
may want to use the 1 micron white diamond
lapping paste. (B)

LAPPING TOOLS 

Description Order #

UCLA Lapping Tool & Guide Pin, Micro/ Regular 44-000155
UCLA Lapping Tool & Guide Pin, Wide Platform 44-500155-WP
Standard Abutment (SA) Cylinder Lapping Tool & Guide Pin 42-000155

B

The soldering analog with slot screw will stabilize
the cast framework during the soldering proce-
dure. The analog is made of stainless steel. (C) 

SOLDERING ANALOGS

Description Order #

UCLA Soldering implant analog with slot screw 44-000161
Standard Abutment (SA) Soldering analog with slot screw 42-000161
UCLA Soldering implant analog with .050" hex screw 44-000162
Standard Abutment (SA) Soldering analog with .050" hex screw 42-000162

C

Polishing protector caps are used to protect the
gingival area of the gold or cast cylinder while
finishing. Protector caps are fastened to cylinders
with screws. Screws are sold separately. (D)

POLISHING PROTECTOR CAPS 

Description Order #

UCLA Polishing Protector Caps (6) 44-000170
Standard Abutment (SA) Polishing Protector Caps (6) 42-000170

D
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